


The “IRONWORKERS ” MW Line

•  New ergonomic design that takes into account the physiological and
   psycho-intellectual needs of the individual in his workplace.
•   Sturdy and solid thanks to its double-sided bolted structure, together
   with graceful and flowing lines alluding to dynamism and sense of harmony.
•  The maximum reliability with the maximum working comfort.

The MG HYDRAULIC IRONWORKERS MACHINES MW are developed
to provide the highest quality, saving labor time and material cost.

Electro welded structure, made employing the latest manufacturing
methods, CNC equipment and extensive quality control, can grant
efficiency and durability of the machine.

Each workstation is designed with special guard devices, in order to
assure safety while offering precision and user-friendliness.

The operator can operate on the machine with maximum
safety in the tool adjustment mode. Multifunctional
machine, designed to handle various tasks, the PIW
machines are equipped with five working stations
and can be used by two operators independently.

The “IRONWORKERS ” MW Line technology

WORKING STATIONS 
•  Multifunctional machine designed to handle various tasks.
•  Possibility to work independently with the 2 working station.

PUNCHING STATION
•  Possibility to punch the majority of common type of profiles.
•  Easily tool station swap to perform additional operations.
•  Quick change retaining nut system for fast punch tooling change.
•  Precision designed equipment to enhance visibility, safety,
   and user-friendliness.

SHEARING STATION
•  Flat bar, solid square and round bar, angle and channel bar shearing station.
•  Specifically designed and machines upper blade to allow a precise shear
   with minimum deformation.
•  Lower and upper blade with four usable cutting edges.
•  Single cut loss-less shear and the lowest grade of deformation.
•  Easily replaceable blades and blade face for various profile shapes and sizes.
•  45° miter-cut made quick, precise and clean.
•  Channel and profile bar shear tooling is available.
•  Support table with graduated lines and stop guides for accurate positioning.

NOTCHING STATION
• Suitable for notching various angle and flat bars.

• Working guard with electronic safety switch
to enhance safety and visibility.

• Gauging table graduated stops for precise positioning
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Technical data - Model                                                   MW 55            MW 88           MW 130          MW 195Dati tecnici - Modello
Punching power (US Ton)                                                                   55                                    88                                   130                                  195                
Forza di punzonatura (Ton)                                                                   50                                    80                                   120                                  180
Throat depth (inch)                                                                             20”                                   20”                                   24”                                   22”                
Profondità gola (mm)                                                                        500 mm                           500 mm                           610 mm                           550 mm            
Punching capacity (inch)                                                         Ø 1-1/2” in 3/8”                Ø 1-1/2” in 5/8”                Ø 1-1/2” in 7/8”             Ø 1-9/16” in 1-3/8”    
                                                                                                     Ø 3/4” in 3/4”                   Ø 1/2” in 1/2”                Ø 1-1/8” in 1-1/8”                  Ø 2” in 7/8”
Capacità di punzonatura (mm)                                                     Ø 40 x 10 mm                 Ø 40 x 15 mm                 Ø 40 x 22 mm                 Ø 40 x 35 mm       
                                                                                                    Ø 20 x 20 mm                 Ø 25 x 24 mm                 Ø 30 x 30 mm                 Ø 50 x 22 mm
Shearing power                                                                                   110                                  160                                  200                                  330
Potenza di taglio                                                                                   100                                  150                                  190                                  300
Flat bar (length + thickness) - (inch)                                            12” x 5/8”                         18” x 5/8”                         24” x 5/8”                         30” x 3/4”
                                                                                                         8” x 3/4”                          12” x 3/4”                         16” x 3/4”                       16” x 1-1/8”
Barra piatta (larghezza + spessore) - (mm)                                  300 x 15 mm                   450 x 15 mm                   600 x 15 mm                   750 x 20 mm        
                                                                                                     200 x 20 mm                   300 x 20 mm                   400 x 20 mm                   400 x 30 mm
Shearing of angles whithout deformation                                4“ x 4” x 3/8”                    5“ x 5” x 1/2”                    6“ x 6” x 1/2”                    8“ x 8” x 3/4”         
Taglio barre angolari senza deformazione                               100 x 100 x 10 mm         130 x 130 x 13 mm         155 x 155 x 13 mm         200 x 200 x 20 mm   
Shearing of Solid Round and Square Bars                      Ø 1-9/16” and � 1-9/16”     Ø 1-3/4” and � 1-3/4”             Ø 2” and � 2”             Ø 2-3/8” and � 2-3/8”  
Taglio barre tonde e quadrate                                                 Ø 40 mm / � 40 mm       Ø 45 mm / � 45 mm       Ø 50 mm / � 50 mm       Ø 60 mm / � 60 mm
Rectangular Notching                                                           3-1/2” x 1-5/8” x 3/8“         3-1/2” x 2” x 15/32“            3-1/2” x 2” x 1/2“            3-1/2” x 2-1/4” x 5/8“
Scantonatura rettangolare                                                         90 x 42 x 10 mm             90 x 52 x 12 mm             90 x 52 x 13 mm             90 x 58 x 16 mm     
Capacities based on a material resistance of 65,000 tensile -  Capacità basate su resitenza materiale di 45 Kg/mm2
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The capacities mentioned in the technical chart, calculated based
on machine power, these values are indicative only and there-
fore, non-binding. MG S.r.l. reserves the right to make product
design and construction changes without notice.

Headquarters:
Sede Operativa:
12045 FOSSANO
(CUNEO) Italy 
Via Ceresolia, 20 
Tel. +39 0172 691327

info@mgsrl.com - mgsrl.com

ISO 9001 - 2015 / ISO 45001 : 2018

Sales office:
Unità Locale:
47020 Santa Maria Nuova
(FORLÌ-CESENA) Italy
Via Delle Fosse, 35 
Tel. +39 0543 441080




